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ECO-Drehtische 3.0

Drehtische PRO  3.1
Baukastensystem

Steuerungen + Getriebe 3.2
Baukastensystem

Automatisierung leicht 3.3
Baukastensystem

Positionierer mittel 3.4

Positionierer schwer 3.5

Positionierer  3.6
höhenverstellbar

Horizontale Drehtische 3.7

Schnellspannfutter 3.8
 

Rollenböcke 4.0

Stative  4.1 
 

Manipulatoren 4.2
 

Pulverversorgung 4.3
 

Brennerführung  4.4

Oszillatoren 4.5
 

Laser-Nahtverfolgung 5.0
 

Seam Tracking 5.1 
(Mechanischer Fühler) 

Kamerasystem 5.2
 

Automatisierte  6.0 
Schweißanlagen 

Sondermaschinenbau 6.3
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Bitte beachten Sie bei der Auswahl Ihres Positionierers den  
Masseschwerpunkt Ihres Werkstücks inkl. Ihrer Spannvorrichtung.
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Bitte beachten Sie bei der Auswahl Ihres Positionierers den  
Masseschwerpunkt Ihres Werkstücks inkl. Ihrer Spannvorrichtung.
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Bitte beachten Sie bei der Auswahl Ihres Positionierers den  
Masseschwerpunkt Ihres Werkstücks inkl. Ihrer Spannvorrichtung.
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Bitte beachten Sie bei der Auswahl Ihres Positionierers den  
Masseschwerpunkt Ihres Werkstücks inkl. Ihrer Spannvorrichtung.
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Specification / No.
Power

Table axis centre hole
Table Dia
Table angle
Welding current 
Table speed
Rotate load
Rotate torque 
otate the direction
Over Lap timer(Fixing point)

Timer (Fixing point) 

Lap well timer (Fixing point)

Start / Crater arc timer

Arc way of the welder
Line welder
Stop the brake
H.F. Protect
Start the device
N.W. /  G.W.

PRO2/28-SR60
AC 230V / 50Hz / 3A
DC 90V / 150W

I.D 60mm
O.D. 340mm
0 - 900

300A/100%
0.6 - 6 rpm
200 Kg
65 Kg-cm.
cw / ccw
0 - 99.9sec
(Digital display , unit : 0.1sec)
0 - 999sec
(Digital display , unit : 1sec)
0 - 99.9sec
(Digital display , unit : 0.1sec)
0 - 99.9sec
(Digital display , unit : 0.1sec)
       Standard /          crater
2st
Magnetism brake
90%
Foot switch (Line 2M)
95Kg / 145Kg

TIG
or

MIG

Link

run

arc

Inch

TIG
or

MIG

Link

Limit

run

arc

Timer Timer

1

1

2

2

TIG
or

MIG
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arc
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1
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2
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TIG
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MIG

Link
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1

1

2

2

TIG
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MIG

Link

Limit

run

arc

1

1

2

2

Standard Standard Standardcrater crater

1 TE-C
TE-C1

Torch holder(plast ic)
Torch holder(bakel i te)

Can hold any MIG/TIG torch
Can hold TIG torch(WP18;26)

Standard
option

2 TE-CAL50
TE-CAL75
TE-CAL100

Torch sett ing cyl inder(50mm)
Torch sett ing cyl inder(75mm)
Torch sett ing cyl inder(100mm)

Stroke:50mm
Stroke:75mm
Stroke:100mm

Standard
option
option

3 TE-XYR
TE-XYR30
TE-X30YR

Torch mounts(100mm)
Torch mounts(300mm)
Torch mounts(100/300mm)

Stroke:X/Y100mm
Stroke:X/Y300mm
Stroke:X300mm Y100mm

Standard
option
option

4 TE-L75
TE-L100
TE-L150

Z-axle slide(75mm)
Z-axle slide(100mm)
Z-axle slide(150mm)

Stroke:75mm
Stroke:100mm
Stroke:150mm

Standard
option
option

7 PL-600
PL-300
PL-1000

Aluminium alloy base(torch:600mm)
Aluminium alloy base(torch:300mm)
Aluminium alloy base(torch:1000mm)

Torch stroke 600mm.(use:ST;SR;VST)
Torch stroke 300mm.(use:ST;SR;VST)
Torch stroke 1000mm.(use:ST;SR;VST)

Standard
option
option

6 PL-T Torch mounts stand Can fixed TE-XYR or TE-L torch mountsStandard

5 PL-R Idler rol ler Workpiece Dia.25 -  280mmStandard

3

1

2

4

5
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PRO2/28-SR60 
PO2/28-S60

20090209

Specification / No.
Power

Table axis centre hole
Table Dia
Table angle
Welding current 
Table speed
Rotate load
Rotate torque 
otate the direction
Over Lap timer(Fixing point)

Timer (Fixing point) 

Lap well timer (Fixing point)

Start / Crater arc timer

Arc way of the welder
Line welder
Stop the brake
H.F. Protect
Start the device
N.W. /  G.W.

PRO2/28-SR60
AC 230V / 50Hz / 3A
DC 90V / 150W

I.D 60mm
O.D. 340mm
0 - 900

300A/100%
0.6 - 6 rpm
200 Kg
65 Kg-cm.
cw / ccw
0 - 99.9sec
(Digital display , unit : 0.1sec)
0 - 999sec
(Digital display , unit : 1sec)
0 - 99.9sec
(Digital display , unit : 0.1sec)
0 - 99.9sec
(Digital display , unit : 0.1sec)
       Standard /          crater
2st
Magnetism brake
90%
Foot switch (Line 2M)
95Kg / 145Kg

TIG
or

MIG

Link

run

arc

Inch

TIG
or
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Standard Standard Standardcrater crater

1 TE-C
TE-C1

Torch holder(plast ic)
Torch holder(bakel i te)

Can hold any MIG/TIG torch
Can hold TIG torch(WP18;26)option

2 TE-CAL50
TE-CAL75
TE-CAL100

Torch sett ing cyl inder(50mm)
Torch sett ing cyl inder(75mm)
Torch sett ing cyl inder(100mm)

Stroke:50mm
Stroke:75mm
Stroke:100mm

Standard
option
option

3 TE-XYR
TE-XYR30
TE-X30YR

Torch mounts(100mm)
Torch mounts(300mm)
Torch mounts(100/300mm)

Stroke:X/Y100mm
Stroke:X/Y300mm
Stroke:X300mm Y100mm

Standard
option
option

4 TE-L75
TE-L100
TE-L150

Z-axle slide(75mm)
Z-axle slide(100mm)
Z-axle slide(150mm)

Stroke:75mm
Stroke:100mm
Stroke:150mm

Standard
option
option

7 PL-600
PL-300
PL-1000

Aluminium alloy base(torch:600mm)
Aluminium alloy base(torch:300mm)
Aluminium alloy base(torch:1000mm)

Torch stroke 600mm.(use:ST;SR;VST)
Torch stroke 300mm.(use:ST;SR;VST)
Torch stroke 1000mm.(use:ST;SR;VST)

Standard
option
option

6 PL-T Torch mounts stand Can fixed TE-XYR or TE-L torch mountsStandard

5 PL-R Idler rol ler Workpiece Dia.25 -  280mmStandard
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4

5
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PRO2/28-SR60 

20090209

Specification / No.
Power

Table axis centre hole
Table Dia
Table angle
Welding current 
Table speed
Rotate load
Rotate torque 
otate the direction
Over Lap timer(Fixing point)

Timer (Fixing point) 

Lap well timer (Fixing point)

Start / Crater arc timer

Arc way of the welder
Line welder
Stop the brake
H.F. Protect
Start the device
N.W. /  G.W.

PRO2/28-SR60
AC 230V / 50Hz / 3A
DC 90V / 150W

I.D 60mm
O.D. 340mm
0 - 900

300A/100%
0.6 - 6 rpm
200 Kg
65 Kg-cm.
cw / ccw
0 - 99.9sec
(Digital display , unit : 0.1sec)
0 - 999sec
(Digital display , unit : 1sec)
0 - 99.9sec
(Digital display , unit : 0.1sec)
0 - 99.9sec
(Digital display , unit : 0.1sec)
       Standard /          crater
2st
Magnetism brake
90%
Foot switch (Line 2M)
95Kg / 145Kg
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Standard Standard Standardcrater crater

1 TE-C
TE-C1

Torch holder(plast ic)
Torch holder(bakel i te)

Can hold any MIG/TIG torch
Can hold TIG torch(WP18;26)

Standard
option

2 TE-CAL50
TE-CAL75
TE-CAL100

Torch sett ing cyl inder(50mm)
Torch sett ing cyl inder(75mm)
Torch sett ing cyl inder(100mm)

Stroke:50mm
Stroke:75mm
Stroke:100mm

Standard
option
option

3 TE-XYR
TE-XYR30
TE-X30YR

Torch mounts(100mm)
Torch mounts(300mm)
Torch mounts(100/300mm)

Stroke:X/Y100mm
Stroke:X/Y300mm
Stroke:X300mm Y100mm

Standard
option
option

4 TE-L75
TE-L100
TE-L150

Z-axle slide(75mm)
Z-axle slide(100mm)
Z-axle slide(150mm)

Stroke:75mm
Stroke:100mm
Stroke:150mm

Standard
option
option

7 PL-600
PL-300
PL-1000

Aluminium alloy base(torch:600mm)
Aluminium alloy base(torch:300mm)
Aluminium alloy base(torch:1000mm)

Torch stroke 600mm.(use:ST;SR;VST)
Torch stroke 300mm.(use:ST;SR;VST)
Torch stroke 1000mm.(use:ST;SR;VST)

Standard
option
option

6 PL-T Torch mounts stand Can fixed TE-XYR or TE-L torch mountsStandard

5 PL-R Idler rol ler Workpiece Dia.25 -  280mmStandard
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PRO2/28-SR60 
Typ PRO2/28-SR60

Netzspannung AC 230V/ 50Hz/ 3A 
DC 90V/ 150W

Hohlwelle 60 mm

Tischdurchmesser 340 mm

Neigungswinkel 0° - 90°

Schweißstrom 300A/ 100%

Drehgeschwindigkeit 0,6 - 6 rpm

Belastung 200 kg

Drehmoment 65 kg-cm

Drehrichtung links/rechts

Überlapp-Timer (Fixierpunkt) 0 - 99,9 sec

Timer (Fixierpunkt) 0 - 999 sec

Zeitsteuerung (Fixierpunkt) 0 - 99,9 sec

Start/ Krater füllen 0 - 99,9 sec

Lichtbogenart Standard/ Krater

Bremse magnetisch

HF-Schutz 100%

Starten Fußschalter (2M)

Gewicht 145 kg

1 Standard TE-C 2-Achsen-Klemmhalterung (PVC) für MIG/WIG-Brenner

2 Standard TE-CAL50 Linearschlitten (50mm); Anschluss 50mm

3 Standard TE-XYR 2-Achsen-Zahnstange mit Handrad (100mm); X/Y-Bereich 100mm

4 Standard TE-L75 Support (75mm); Hub 75mm

5 Standard PL-R Stützbock für 25 -280 mm Durchmesser

6 Standard PL-T Grundgestell; Befestigung von TE-XYR oder TE-L

7 Standard PL-600 Aluuntergestell; max. Länge Werkstück: 600mm

- leichte Automatisierung

3.31

Lirm

•	 Steuerung 
•	 Fußschalter
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